
ATTACH TUB BOX ADAPTER TO SLEEVE.
GLUE ABS ADAPTER TO TUB BOX.

(Fig. 2)

Sleeve

Tub Box

Adapter Fitting
(Rotate to lock into

Sleeve notches)

INSTALL REAR LEGS. CUT TO HEIGHT. (IF NEEDED)
(10-3/4" TALL w/o MODIFICATIONS)

(Fig. 3)

Tub Box Assy

Tub Box Legs & Feet, (2 each). Cut
legs to length, even with Tub Box Assy. 

Glue to tub box.

NAIL TUB BOX, SLEEVE
AND LEGS TO FORM DECK.

(Fig. 4)

POUR CONCRETE TO TOP OF TUB
BOX STYROFOAM BLOCK.

(Fig. 5)

Styrofoam Block (included)

Concrete (flush with Styrofoam)

REMOVE STYROFOAM BLOCK
& "KNOCK OUT PLUG".

(Fig. 6)

Rubber Donut
(Optional on SCH 40 1-1/2" 
Waste & Overflow Piping)

CUT INNER SLEEVE TO DESIRED HEIGHT. (IF NEEDED)
(SLEEVE EXTENSION CAN ALSO BE ADDED,

FOR DESIRE HEIGHT OVER 10-3/4")
(Fig. 1)

Hydroflame PRO Series - Tub Box Kit Installation. See Hydroflame Pro - "Best Practices" document and UL's online certification directory (file R25101) for more details. Rev A

SLIDE RUBBER DONUT ONTO DRAIN PIPE
& INSERT ASSEMBLY THROUGH HOLE.

(Fig. 7)
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