
8"
Lowest position

ADJUST TO DESIRED HEIGHT.
(ACCOUNT FOR AERATOR BOX HEIGHT OF 4")

(Fig. 1)

12" Hightest position
(Sleeve extension can also be added)

LOCK OUTER SLEEVE IN PLACE.
(Fig. 3)

Twist Outer Sleeve, left or right,
until locked in notches.

INSTALL AERATOR ADAPTER.
(BOX "INVERTED")

(Fig. 4)

Screw Adapter Box into Outer Sleeve
(Styrofoam block included)

Nails, 4 places recommended

NAIL TO FORM DECK.
(Fig. 5) REMOVE STYROFOAM BLOCK AND

INSTALL ASSEMBLED SHOWER PAN OR SHOWER
STALL & SHOWER DRAIN WITH PIPING.

(Fig. 7)

Shower Drain
Shower Pan or Shower Stall

POUR CONCRETE.
(Fig. 6)

Concrete

Styrofoam Block (Included)

CUT INNER & OUTER SLEEVE
(IF NEEDED).

CAN BE CUT AS SHORT AS 2-1/2".
(Fig. 2)

Hydroflame PRO Series - Recessed Shower Drain. See Hydroflame Pro - "Best Practices" document and UL's online certification directory (file R25101) for more details. Rev A
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